
Elongated impurities such as straws, ball-point pens, toothbrushes, bones, rubber parts, wood, rods, hard plastic 
splinters, plastic fl atware or syringes have a negative infl uence on the effi  ciency of sensor based sorting.   

Prepare your material optimally for subsequent processes by removing long shaped parts with Binder+Co’s 
recently developed long parts separator – LPS. 

Example waste glass processing

Long parts separator - LPS

we process the future

Principle of operation

The angle deck forces elongated material to orientate itself longitudinally in the conveying direction. Cubic parts 
and broken cullet fall through, long parts glide over the gap (gap width can be individually adjusted according to 
cullet size).

Long parts Glass, cubic parts



Coarse

Long Parts Separator LPS 1000x3250                16 t/h                Unbalance motor 2 x 3,5 kW / IP66

Long Parts Separator LPS 1400x3250                22 t/h                Unbalance motor 2 x 7,0 kW / IP66

           Type 	            			             Capacity* 		             Drive

Long parts separator - LPS

www.binder-co.com

Your advantages

• The long parts separator – LPS is robustly designed for a rough environment and for applications with abrasive   
   materials such as glass. High wear areas can be protected optionally with composite armor plates.  

• The separation decks are movable horizontally and vertically to adjust the gap width accordingly to the material 
   to ensure highest efficiency. 

• Trellex or aluminum sheets cover can be supplied to ensure lowest dust emission.

*) thereof approx. 4% long parts


